Section: E
VIKING
Table: E O
24.0533.53.2 85.4540.00.2 (1 VALVE
24.0619.61.2 (40 bar) 80.3208.60.2 85.4533.00.2 (2 VALVE
85.4542.002 (3 VALVE
81.460.00.2 322{28888% WRWE 24.0534.53.2
82.4079.00.2 323‘238885 g VALVE (40 bar)
85.2543.50.2 s 80.3208.60.2  G. 3/4"
- 24.0619.61.2
[E2/es] [ E1 ] 84.3667.00.2
25.0051.32.2
%0 tar 86.2694.00.2
25.0469.32.2 2o 024 522
. .32, 20 bar]
(20Gba1r) (G 1 1/)4
: 25.3047.97.3 ®
25.0244.32.2
(26 tan 25.3048.97.3 @
G.1"1/4 25.3045.97.3 ®
25.3046.97.3 @
25.0312.32.2
(20 bar)
85.2539.10.2
G. 1"
24.0551.53.2
(40 bar)
G. 3/4"
25.0244.32.2 245110.97.3 @
20 bar 245112973 @
84.3667.00.2 24.0619.61.2 G.1'1/4 80.3208.60.2 84.3685.00.2  81.4575.00.2
25.3046.97.3 @
81.4580.00.2 245113.97.3 @
80.3219.00.2
84.0542.40.2 ®
84.0560.00.2 @
82.0067.50.2 [E2/E3/E6] [E2/E6] [ E1 ] 24.053453.2
(40 bar)
80.3208.60.2  G. 3/4"
24.0619.61.2
25.0244.32.2 84.3667.00.2
(20 bar) 86.2694.00.2
G.1"1/4 25.0244.32.2
(20 bar)
G.1"1/4
25.3047.97.3 @
25.3048.97.3 @
25.3045.97.3 @
25.3046.97.3 @
25.0469.32.2
(20 bar)
G. 1"
24.5110.97.3 @
245112.97.3 @
25.3046.97.3 @
84.3685.00.2 82.7850.00.2 245113.97.3 @
82.7851.00.2 82.7765.20.2
25.0468.32.2 82.7830.00.2

25.0469.32.2
G. 1"

25.0312.32.2

Date: 03/09/08



VIKING

Gruppo di regolazione

Section: E

24.0530.32.2

83.0081.00.2 (0+100 bar)

40 bar
83.0002.10.2 (0+20+60 bar)

80.3258.50.2 ‘

86.3044.00.2

Regulating unit

O g1457.002

80.3308.00.2
24.0532.32.2
86.3080.00.2

86.2235.50.2 (15 bar)
86.2230.50.2 (25-40 bar)

86.2752.00.2

24.0525.32.2 (15 bar)
24.0524.32.2 (25-40 bar)

26.0204.51.2

26.0212.48.2 (20 bar)
26.0212.48.2 (25 bar)
24.0531.49.2 (40 bar)

80.3247.30.2 (15 bar)
80.3240.00.2 (25-40 bar)

25.0153.32.2 (15 bar)
24.0527.53.2 (25-40 bar)

25.0016.31.2
26.0201.18.2
86.1934.80.2
24.0528.51.2
80.3195.00.2
24.0523.32.2 (normale)

Table: E 1

26.0220.32.2 (giallo 15 bar)
26.0219.32.2 (verde 25-40 bar)

24.0556.32.2 (con foro per manometro)

—
—
—
—
80.3308.00.2 ]
80.3219.00.2 =
240529322 84.1608.40.2 ® 4

86.3080.00.2

841620502 @
82.0067.50.2 =)
=

84.0542.40.2®
85.0560.00.2 €D
82.0067.50.2

Date: 03/09/08



VIKING Valvola generale/volumetrica (@39)

Section: E

Main/volumetric (&39) valve

83.0007.00.2 (0+16 bar)
83.0010.00.2 (0+24 bar)
83.0001.50.2 (0+5+25 bar)

24.0522.32.2
80.3306.00.2

20 bar

85.2688.00.2
40 bar
80.3217.60.2

85.2530.00.2
@ 24.0506.32.2

24.0517.32.2 80.3306.00.2

24.0623.51.2
80.3052.50.2
80.3189.50.2
25.0223.32.2

80.3208.60.2
82.4170.00.2

82.4170.00.2
80.3206.50.2
80.3208.25.2
24.0518.32.2

86.2796.00.2

24.9884.97.3
See tab. E6 ‘

24.9887.97.3 (5 sec) ‘
24.9885.97.3 (9 sec)
24.9886.97.3 (21 sec)
See tab. E6 ‘

Motor power for volumetric valve

Table: E2

24.0536.32.2 (2 39 polypropylene ball 20 bar)
24.0536.51.2 (4 39 inox ball 40 bar)

Date: 22/02/13 rev.2




Section: E

VIKING Valvola volumetrica

Volumetric valve

Table: E 3

83.0007.00.2 (0+16 bar)
83.0010.00.2 (0+24 bar)
83.0001.50.2 (0+5+25 bar)

24.0522.32.2
80.3306.00.2

85.2530.00.2

24.0500.32.2 24.0506.32.2

80.3306.00.2

24.0622.51.2

80.3208.60.2
80.3052.50.2
24.0510.32.2
80.3189.50.2

25.0023.32.2 24.0559.51.2 (ball @ 27 inox)

24.0510.32.2

80.3307.00.2

24.9887.97.3 (5 sec)
24.9885.97.3 (9 sec)
24.9886.97.3 (21 sec)

24.0535.32.2

See tab. E6 86.2796.00.2
83.0002.00.2 (0+20+40+60 bar)
83.0027.00.2 (0+60 bar)
24.0522.32.2
80.3306.00.2 85.2686.00.2
80.3217.60.2

24.0500.32.2
24.0618.51.2
80.3052.50.2
80.3189.50.2

25.0223.32.2 80.3208.60.2

24.0544.51.2

80.3307.00.2
24.0535.32.2

24.9887.97.3 (5 sec) 86.2796.00.2
24.9885.97.3 (9 sec)
24.9886.97.3 (21 sec)

See tab. E6

Date: 03/09/08



Section: E

VIKING Valvola di sezione
Section valve
Kit by-pass terminale Kit by-pass intermedio Table: E4
24,5175.97.3 24.5174.97.3
Terminal by-pass kit Intermediate by-pass kit
|
24.0504.32.2
24.0504.32.2
84.7411.00.2
24.0503.32.2 84.7411.00.2
24.0520.49.2
80.3208.15.2 24.0520.49.2
24.0503.32.2 80.3189.50.2
85.1161.00.2 80.3189.50.2
85.1161.00.2 24.0502.32.2
24.0521.49.2 24.0501.32.2
24.0521.49.2 80.3208.15.2
80.3306.00.2
24.0519.32.2
80.3181.10.2
80.3306.00.2
80.3181.10.2
24.5175.97.3
84.0542.40.2 (90°) ®
84.0560.00.2 (90°) @ 24.5174.97.3
84.1608.40.2 (straight) ®
84.1620.50.2 (straight) @

82.0067.50.2
80.3219.00.2
24.0500.32.2
24.0509.51.2
85.1136.50.2
24.0622.51.2
80.3052.50.2
80.3189.50.2
25.0223.32.2

B~

SUms=<

24.9884.97.3
See tab. E6

24.0514.32.2

85.2688.00.2
80.3217.60.2

85.2530.00.2
@ 24.0506.32.2

40 bar

80.3306.00.2

80.3208.60.2
24.0510.32.2

20 bar

24.0513.32.2 (L ball @ 27 polypropylene)
24.0558.51.2 (L ball @ 27 inox)
24.0559.51.2 (ball @ 27 inox)

24.0510.32.2
80.3307.00.2
25.0059.49.2
24.0505.32.2
86.2796.00.2

25.9952.97.3 (20 bar)
25.9953.97.3 (20 bar) @ 1/4 NPT

25.9940.97.3 (20 bar) @

25.9950.97.3 (20 bar) @

95.9951.97.3 (20 bar) @
( D
(

25.9956.97.3
(G. 1/2 40 bar)

Date: 03/09/08

BWI



VIKING

Filtro in linea

Section: E

Standard

25.0388.32.2

25.0280.32.2
32 mesh
25.0289.32.2
80 mesh

25.0282.32.2
100 mesh

80.3345.00.2

25.0389.32.2

25.0390.32.2

£

Line filters

Selfcleaning

1.9021.00.2 (32 mesh)
1.9021.50.2 (80 mesh)
1.9022.00.2 (100 mesh)

25.0388.32.2

25.0289.32.2

25.0473.32.2

80.3206.50.2

25.0474.32.2

80.3200.50.2

80.3345.00.2

25.0389.32.2

25.0475.32.2

25.0476.00.2

Table: E 5

} 81.9024.00.2 (80 mesh)

Date: 03/09/08



Section: E

VIKING Motoriduttori

Motor powered valve

Table: E6

Fast (0,5 sec.)

%80.1190.00.2 24.0617.32.2 82.8021.00.A

4\
86.1750.00.2

* 82.8020.05.2
* 82.8020.002
*e0072002——n ¥ : 80.3050.00.2
% 24.0601.32.2 = g 86.2304.00.2
86.1890.00.2 24.5089.97.3
04.0120.32.2 %
24.0606.31.2

80.3189.50.2 %

Kit coperchio completo

* =205173913 complete cover

Slow (5-9-21 sec.)

%80.1190.00.2 82.8022.00.A

lf\
86.1750.00.2

> 82.8020.05.2

80.3050.00.2
> 82.8020.00.2

86.2304.00.2

24.5445.97.3 (5 sec)
24.5087.97.3 (9 sec)
24.5088.97.3 (21 sec)

%24.0601.32.2
86.1890.00.2

04.0120.32.2 %

24.0606.31.2

80.3189.50.2 %

Kit coperchio completo

* =25173973 complete cover

Date: 18/11/10 rev.1



