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CARATTERISTICHE - SPECIFICATIONS

OUT

pag.9

3/8 BSP

1 bar   15 PSI

6 bar   87 PSI

60° C.   140° F.

3/8 BSP

HOLLOW 3/4”

0.5 litri   0.13 U.S.G.

6 / 13.2

WBG

02.6150.97.3 WBG 1521 105 1500 8.0 2.1 1.6 2.1 3.5 HP  
02.6151.97.3 WBG 2021 140 2000 8.0 2.1 2.1 2.8 4 HP 15 4.8
02.6152.97.3 WBG 2521 175 2500 8.0 2.1 2.6 3.5 5 HP

02.6153.97.3 WBG 1625 110 1600 9.5 2.5 2.1 2.8 4 HP  
02.6154.97.3 WBG 2025 140 2000 9.5 2.5 2.6 3.5 5 HP 15 6
02.6155.97.3 WBG 2525 175 2500 9.5 2.5 3.2 4.3 6 HP  

02.6156.97.3 WBG 1630 110 1600 11.4 3.0 2.5 3.4 5 HP  
02.6157.97.3 WBG 2030 140 2000 11.4 3.0 3.1 4.2 5.5 HP 15 7.2
02.6158.97.3 WBG 2530 175 2500 11.4 3.0 3.8 5.1 6.5 HP  

02.6159.97.3 WBG 1535  105 1500 13.2 3.5 2.6 3.5 5 HP  
02.6160.97.3 WBG 2035  140 2000 13.2 3.5 3.5 4.7 6.5 HP 15 8
02.6161.97.3 WBG 2535  175 2500 13.2 3.5 4.3 5.8 6.5 HP

CARATTERISTICHE - FEATURES PERFORMANCE CHART
WBG 3450 rpm
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